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1. Which component of Insight Control Environment enables you to quickly navigate your HP blade

environments--including server blades and desktops, enclosure infrastructures, racks, and integrated

switches--through hierarchical tree views?

A. HP BladeSystem Integrated Manager

B. Blade Automation Toolkit

C. Windows Management Instrumentation (WMI) Mapper

D. Extensions for HP SIM on Microsoft Windows

Answer: A
2. How should you install memory in a BL860c server blade to get the best performance?

A. Install the memory DIMMs in pairs starting with slots 1A and B.

B. Install the memory DIMMs in quads starting with slots 0A through D.

C. Arrange the DIMMs so that the DIMMs with the largest capacity are in the lowest numbered slots.

D. Arrange the DIMMs so that the DIMMs with the largest capacity are in the highest numbered slots.

Answer: C
3. You have no access to the Onboard Administrator web interface, but you have access to physical

infrastructure. How do you reboot the Onboard Administrator in this situation?

A. Use the Insight Display.

B. Remove power supplies supplying power to the rear cage.

C. Press the enclosure power button.

D. Use the Emergency Shutdown button.

Answer: A
4. Which interfaces are used to connect to the iLO MP of the Integrity BladeSystem server? (Select two.)

A. parallel port

B. Onboard Administrator/iLO

C. local I/O cable

D. PS2

E. USB

Answer: BC
5. Which lanboot option allows you to install HP-UX from a specific Ignite-UX server when more than one

Ignite-UX server is available in the subnet?

A. lanboot -od <hostname>

B. lanboot -od <IP-address>

C. lanboot select -dn <dbprofile>

D. lanboot select

Answer: C
6. The HP Integrity Essentials Foundation Pack for Linux includes two management CDs. Which software is

included on these CDs? (Select two.)

A. system backup software

B. HP Systems Insight Manager

C. LAN connectivity tools

D. Cell Local Memory (CLM) management utilities

E. System Management Homepage

Answer: BE

7. Which features are included in the Intergrity iLO 2 MP Advanced Pack license on Intergrity server blades?(Select two.)
A. remote console software.

B. firmware FTP server

C. virtual media

D. schema-free LDAP

E. Intergrity iLO 2MP configuration back up and restore

Answer: CD
8. Which tool provides proactive remote monitoring,diagnostics and troubleshooting?

A. HP Web Based Enterprise Wervices(WEBES)

B. HP Support Tool manger(STM)

C. HP Web-Based Enterprise Mangement (WBEM)
D. HP Service Essentials Remote Support Pack(RSP)

Answer: D
9. What is a feature of HP Virtual Server Environment (VSE)?
A. allows paritioning on processor granularity
B. creates a pool of virtual servers within an Intergrity blade

C. builds Virtual Connect configurations

D. allows failover clustering 

Answer: B
10. Which feature is available on the BL870c,but not on the BL860c?
A. internal USB

B. SUV connector

C. internal DVD-ROM

D. garmgr

Answer: A
11. Which methods can you use to access and configure the iLO 2 in an Integrity server blade if SSH and telnet access have been disabled?(Select two.)
A. Web SSL

B. VLAN over Ethernet

C. Fibre Channel interconnect

D. FTP/TFTP

E. IPMI over LAN

Answer: AE

12. A CD ROM with an EFI readable file system is avilable to the system. From the “EFI Shell>” prompt, which command should you use to access the CD ROM drive?
A. cdrom0:

B. fs0:

C. cd \cdrom0
D. mount blk0

Answer: B
13. When installing an HP BL 860c server blade for the first time, which command should you sue to display the date from the iLO MP command prompt?

A. date

B. time

C. dc

D. tc

Answer: A
14. Which features are available by default with Integrity iLO 2 for the BladeSystem?(Select two.)
A. Virtual media

B. Automatic Server Recovery

C. Trusted Platform Module

D. Partition Manger

E. Integrated Remote Console

Answer: AE

15. What are two functions that can be performed with the built-in Windows special Administration Console(SAC) commands?(Select two.)
A. analyze core dump

B. force a crash dump

C. configure storport device drivers

D. create an EFI partition

E. set the server IP address

Answer: BE

16. Which command can you use to access the EFI partition from within windows 2003 on an Integrity BladeSystem server?
A. eficonfig.exe

B. mount<drive letter> /s

C. mountvol <driveletter>:/s

D. subst <blk number> /s

Answer: C
17. Which CD media do you need to prepare an HP Integrity Blade for a Windows Server 2003 OS installation when the customer uses the Microsoft Windows server 2003 installation media?
A. HP Windows Server 2003 reinstallation media Enterprise Edition

B. HP Windows Server 2003 reinstallation media Datacenter Edition

C. HP Smart Setup media

D. HP SmartStart media

Answer: C
18. Which default username allows you to log in to iLO 2 MP ?
A. admin

B. Admin

C. administrator

D. Administrator

Answer: B
19. Which task can only performed using the Onboard Administrator and not the Insight Display ?
A. to set Limit AC watts

B. to set initial enclosure Ip address

C. to set Power Mode

D. to power on and off blades

Answer: D
20. Which RAID level is supported with the embeded LSI 1068 SAS RAID controller on a BL870c server blade with four internal drives installed?
A. RAID 6

B. RAID 1

C. RAID1+0

D. RAID 5

Answer: B
21. Click the exhibit button
Which fans need to be installed in a four-fan configuration in a c7000 enclosure?

A. 4, 5, 9 and 10

B. 3, 5 , 8 and 10

C. 1, 2 , 6 and 7

D. 2, 4 , 7 and 9

Answer: A
22. When you configure four Virtual Connect Fibre Channel uplinks, which device bays will have their traffic routed through the second uplink port?
A. bays 2,4,6,8

B. bays 5,6,7,8

C. bays 2,6,12,16

D. any bays configured to use the second port

Answer: C

23. A technician in the data center is doing maintenance on a c7000 enclosure . How can a remote administrator contact the technician to verify how work is progressing ?
A. messaging to the blade LCD display

B. using Onboard Administrator Instant Messaging

C. flashing messages on the UID LEDs

D. using Chat Mode messaging to the Insight Display

Answer: D
24. Which command will initiate a Microsoft Windows Server 2008 installation when executed from the install DVD filesystem in EFI?
A. winefi – install 

B. autoboot

C. install

D. bootia64

Answer: D
25. The Smart Setup EBSU tool can install the Linux operating system. Which other tasks can the utility accomplish?(Select two.)

A. configure hard partitions
B. set iLO 2 power mode

C. update firmware

D. install Insight Mangement agents

E. configure I/Oadapters

Answer: CE

26. What is the correct statement if your customer wants to use a Storage Blade SB40c with his BL860c?

A. The Pass Thru Mezzaine card can only be in slot 1.

B. The Pass Thru Mezzanine card canonly be in slot 2.

C. The Pass Thru Mezzanine card canonly in slot 2 or 3

D. The Pass Thru Mezzanine card canonly be in slot 3

Answer: D

27. How many mezzanine cards can be installed in a BL870c?
A. 2

B. 4

C. 6

D. 3

Answer: D

28. Which c7000 enclosure interconnect module bays does a dual-port mezzanine card in slot 1 of a BL870c server blade connect to ?
A. 3 and 4.

B. 2 and 3

C. 1 and 2

D. 2 and 4

E. 5 and 6

Answer: A

29. Click the Exhibit button
A BL860c server blade is in device bay 3 of a c3000 enclosure.Which interconnect module port does the first port of the dual-port mezzanine card in slot 2 connect to ?

A. Port 9 of the interconnect module in bay 4

B. Port 9 of the interconnect module in bay 3

C. Port 3 of the interconnect module in bay 4

D. Port 3 of the interconnect module in bay 3

Answer: D

30. What does Hp recommend for best performance when you use InfiniBand mezzanine cards in a BL860c server blade?
A. Install the card in slot 1 only

B. Install the card in slot 1 or 2.

C. Install the card in slot 3 only

D. Install the card in slot 2 or 3

Answer: D

31. Click the Exhibit button
Which interconnect module port does the embedded NIC 2 of a BL870c server blade in device bay 6 of a c7000 enclosure connect to ?

A. port 6 of the interconnect module in bay 2

B. port 6 of the interconnect module in bay 1

C. port 14 of the interconnect module in bay 1

D. port 14 of the interconnect module in bay 2

Answer: D

32. Which statement about processors in a BL860c is correct?

A. It is supported to mix different processor types within a BL860c,but only if they have the same speed

B. It is not supported to mix different processor types within a BL860c

C. It is supported to mix different processor types within a BL860c even if they have different speed or cache sizes

D. It is supported to mix different processor types within a BL860c,but only if they have the same cache size

Answer: B

33. What is the minimum number of power supplies required in a Blade System c-Class enclosure when using three-phase power?

A. 2

B. 3

C. 4

D. 6

Answer: D

34. What are the best performing mezzanine slots in a BL860c Bladesystem server and what performance could you expect?(Select two.)
A. slot 1 PCle x4

B. slot 1 PCle x8

C. slot 2PCle x4

D. slot 2 PCle x8

E. slot 3 PCle x8

Answer: DE

35. Your customer uses a Virtual Connect Ethernet Module in Interconnect Bay 1 of a c7000 enclosure.he uses four Gigabit uplinks to a Cisco Ethernet Switch,but only one is howing as Linked/Active. The other three show up as Linked/Standby,What can you do increase the performance and use all four links as active?
A. configure LACP on the Cisco switch 

B. configure VLAN on the Cisco Switch

C. add another two cables

D. configure a performance trunk on the Virtual Connect Modules

Answer: A

36. Performance Mangement Pack detects, analyzes,and explains hardware bottlenecks on HP Integrity servers for which operating system?
A. OpenVMS

B. HP-UX 11i v2

C. Linux

D. Windows 2003 Enterprise Server for IA64

Answer: D

37. Which component of GlancePlus Pak keeps a history of the system’s performance and sends alarms of impending performance problems?
A. Hp Performance Agent

B. HP Serviceguard Storage management Suite

C. Network performance enhancements for HP-UX 11i v3

D. Caliper Performance Tool

Answer: A

38. Which application is a performance monitoring and diagnostics tool that enables a customer to easily examine system activities, identify and solve performance bottlenecks, and tune systems in their HP Integrity BladeServer environment?
A. Process Resource Manger

B. Workload Manger

C. GlancePlus Pak

D. Virtualization Manger

Answer: C

39. You nust installed a BL860c Blade Server. How do you verify which system ,BMC and iLO 2 firmware is installed?
A. Run the sysrev command from the iLO 2.

B. Run the fw command from the iLO 2

C. Execute the fwconfig command from the EFI Shell

D. Execute the firmware command from the EFI Shell

Answer: A

40. What is the purpose of the Insight Display chat mode screen on a Blade Server rack?
A. to display helpful information such as contact phone numbers on the Insight Display

B. to display the active OA IP address and active OA service IP address

C. to communicate between someone in front of the display and the remote administrator using the web interface

D. to communicate between someone in front of the display and the remote administrator using a cell phone two-way pager

Answer: C

41. A BL860c Blade Server Internal Health is flashing amber,what does this mean?
A. There is a critical internal error

B. The server is off, and the last known health state is good

C. The server is on, and health is good

D. The server is degraded

Answer: D

42. When should the three diagnostics LEDs on a BL870c server blade be used for troubleshooting server issues?
A. when the operating system error logs are filling up

B. when the server will not boot

C. when HP SIM reports a warning status on the server

D. when the Onboard Adminsitrator displays caution status for the blade

Answer: B

43. Where does OpenVMS store all error information?
A. SYS$ERRLOG:ERRLOG.SYS

B. /var/log/messages

C. /var/adm/syslog/syslog.log

D. SYS$ERRLOG:SYSTEM.LOG

Answer: A

44. After a fresh installation of Windows Server 2003 on an Integrity Blade, which log file can you check to verify if there were errors during the installation?
A. The memory dump file(memory.dmp)

B. The Windows Sytem Event logfile(system.evt)

C. The Windowsinstall logfile(install.log)

D. The Windows Application Event Log file(application.evt)

Answer: B

45. For the BL860c,HP supports which methods of accessing the OFFLINE DIAGNOSTIC ENVIRONMENT(ODE) tool?(Select two.)
A. from the EFI shell

B. from the MP command menu

C. from the HP service partition

D. from the OFFLINE DIAGNOSTIC UTILITY CD in the DVD

E. from the operating system disk

Answer: CD

46. Which EFI utility is used to mange internal disks of the HP c-Class Integrity BladeSystem BL860c and BL870c servers?
A. drvcfg

B. ioconfig

C. sasmgr

D. sasutil

Answer: A

47. Which component of the Smart Setup utility installs diagnostics tools to use in troubleshooting Integrity blades?
A. EFI Based Setup Utility

B. Web-based Enterprise Mangement Solutions

C. Smart Start Scripting Toolkit

D. Hp System Mangement Homepage

Answer: A

48. Which utility should be used to archive and restore critical system settings and EFI Boot Manger options?
A. efibackup

B. fpswa.efi

C. dmpstore

D. nvrambkp.efi

Answer: D

49. An additional processor has just been installed in an Integrity server blade. Which offline tools or commands are available to verify that the processors are functioning?(Select two.)
A. top

B. EFI devices command

C. iLO 2 MP CM > SS command

D. STM

E. ODE

Answer: CE

50. Memory has been added to a HP BladeSystem c-Class server. Which command from the EFI Shell confirms that the memory is installed and active?
A. pdt –a

B. reconnect mem

C. info mem

D. dmem

Answer: C

51. What are features of the Intefrity iLO 2 Advanced Pack?(Select two.)
A. mangement processor text user interface through a serial console

B. power meter readings and regulation

C. graphical console with vKVM

D. command line and scripting interface for configuration and maintenance

E. remote firmware update

Answer: BC

52. How do you reset Onboard Adminsitrator to the factory-default settings without changing the password?
A. Go to the Onboard Administrator CLI and enter the SET FACTORY command

B. Press the reset button on an Onboard Administrator module for 30 seconds

C. Connect to the Onboard Administrator uplink port, log in , and then select Reset Factory Default

D. Go to the ROM Based Setup Utilities(RBSU) on an Onboard Administrator module and select Set Defaults

Answer: A

53. Which component must be removed when upgrading a BL870c server blade from two to three processors?
A. air flow blocker

B. processor 2 and 3 baffle

C. Trusted Platform module

D. processor 1 cooling fan

Answer: A

54. Where can you check the service IP address of an Onboard Administrator?
A. Insight Display

B. IP Viewer

C. Integrity iLO 2

D. HP System Mangement Homepage

Answer: A

55. Which MP command is used to identify a particular blade?
A. VFP

B. SYSREV

C. LOC
D. BLADE

Answer: C

56. You need to verify which ports on an HP GbE2c switch are occupied by a BL860c server blade located in bay 6. Which tools can you use to do this ?(Select two.)
A. Insight Display
B. HP Port Viewer

C. Hp Systems Mangement Homepage

D. Onboard Administrator

E. Integrity iLO 2

Answer: AD

57. Which cable type is needed to connect a c-Class blade enclosure service port to a laptop?
A. RJ45 CAT-5 cable
B. null-modem-cable
C. RS-232 cable

D. USD cable

Answer: A

58. What is the default admin password on GbE2c switch?
A. password
B. shazam!

C. default

D admin

Answer: D

59. You configured GbE2c switch but you noticed,that after switch reboot all settings are gone. What can be a possilbe cause?
A. The switch was removed from the enclosure
B. An operator account was used during the configuration process

C. The firmware of the switch is corrupted

D. A configuration copy was not uploaded to the Onboard Administrator

Answer: B

60. Your customer has four c7000 enclosures equipped with BL870c and BL860c server blades. This customer is using Virtual Connect modules in all of the enclosures,and they have been properly cabled with uplinks and downlinks, what tooel should the customer use to manage the Virtual Connect configurations?

A. HP Blade System Environment Manger
B. HP SIM Virtual Connect Configurator

C. Onboard Administraotr EBIPA
D. Virtual Connect Manger

Answer: D

61. What are the functions of HP BladeSystem Integrated Manger within HP SIM?(Select two.)
A. disabling iLO 2 security

B. saving an Onboard Administrator configuration as a configuration script

C. updating Power Mangement Module firmware
D. viewing racks and enclosures

E. controlling speed of the fans

Answer: BD

62. Which utility can be used to backup the content of the BL860c system NVARM?
A. efibackup<archivedb>

B. nvrambkp –a<archivedb>
C. nvramsave –s< archivedb>

D. efisave < archivedb>

Answer: B

63. A new firmware version is available for the BL870c BladeSystem server. How do you display the current version of your system to determine if an update is required?
A. Execute the xd command from the iLO 2 MP command menu

B. Execute the in bcfg command from the EFI Shell

C. Execute the fw command from the EFI Shell

D. Execute the sysrev command from the iLO 2 MP command menu

Answer: D

64. What is the standard warrantly in years(parts-labor-onsite) for HP BladeSystem options such as mezzanine cards,fans,andpower supplies?
A. 1-1-1 if installed in a c3000 enclosure

B. 3-3-3 if installed in a c7000 enclosure

C. 3-3-3 for options sold with Integrity server blades only

D. 1-0-0 or system warranty, whichever is longer

Answer: D

65. What is the Mangement Processor command to verify firmware components?
 A. fw
B. id

C. xd

D. sr

Answer: D

66. What is standard warranty in years(parts-labor-onsite) for the BL870c server blade?
A. 3-1-1-

B. 3-3-3

C. 1-1-1

D. 1-0-0

Answer: B

67. You display the OpenVMS operating system version using which DCL command?
A. print/identify
B. show cpu/system

C. show status

D. show sytem/noprocess

Answer: D

68. Which sequence starting from iLO 2 MP do you use to boot to standard HP-UX using the EFI Boot Manger?
A. CM BP

B. CO Chose an option Enter

C. CO map boot –is vmunix
D. CL Ctrl –B

Answer: B

69. Which sequence starting from iLO 2 MP do you use to boot to the Red Hat enterprise Linux Operating System using the EFI Boot Manger?
A. CO map boot –is vmliuz

B. CM BP

C. CL Ctrl –B

D. CO Choose an option Enter

Answer: D

70. Which methods are available to boot HP-UX,Hp OpenVMS, Red Hat Enterprise Linux and SuSE Linux Enterprise Server iperating sytems on the c-Class Blade System Server?(Select two.)
A. EFI Shell

B. EFI Start OS

C. boot –a

D. boot –multiuser

E. EFI Boot Manger

Answer: AE

71. What enables an administrator to have text-based screen access to an Inteegrity server blade running Windows?
A. virtual keyboard,video,mouse(vKVM)

B. remote Baseboard Mangement Console(BMC) access

C. Virtualization Manger(VMgr)

D. Emergency Mangement Service(EMS) console

Answer: D

72. What enables you to optimeze server utilization on a BL870c server blade?
A. Xen Hypervisor

B. Microsoft Virtual Server

C. Integrity Virtual Machine

D. Vmware ESX server

Answer: C

73. What are the components of the HP Virtual Server Environment?(Select two.)
A. Operations Manger

B. Data Collector Agent

C. Performance Mangement Pack

D. Virtualziation Manger

E. Workload Manger

Answer: DE

74. Which command do you use to display all guests running on a Integrity Virtual Machine host?
A. hpvmcreate –monitor

B. hpvmmonitor

C. hpvmconsole –mo

D. hpvmstatus

Answer: D

75. Click Next or More to continue
Click the Task button 

Your customer tried to update the firmware of an Onboard Administrator module.During the update there was a power outage.After power restoration, all fans are running at full speed and the Onboard Administrator is no longer accessible.

Put the steps needed to recover in the correct order. 
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Pt the steps needed to recover in the conect order.

Steps

Connect Iocally to the Onlboard Admiristrator with a
nul-modem cable (9600 N, 8, 1, YT100),

Verify that the Onboard Administrator fimware is current

Select Flash Recovery on the serial console. The Onboard
Administrator assigns an [P address through DHCP-

Enter the IP adchess and the path of the Onboard
Administrator firmware imags on the FTP server.

Press and hold both the Reset and the Onboard
Administrator UID buttons for S seconds

Correct arder

Connect locally to the Onlboard Admiistrator with a
nul-modem cable (9600 N, 8, 1, YT100),

Press and hold both the Reset and the Onboard
Administrator UID buttons for S seconds

Select Flash Recovery on the serial console. The Onboard
Administrator assigns an [P address through DHCP-

Enter the IP adlchess and the path of the Onboard
Administrator firmware imags on the FTP server.

Verify that the Onboard Administrator fimmware is current

T





Answer: 
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Correct arder

Connect locally to the Onboard Admiistrator with a
nul-modem cable (9600 N, 8, 1, YT100),

Press and hold both the Reset and the Onboard
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Enter the IP arfdhess and the path of the Onboard
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Verify that the Onboard Administrator fimware is current
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